
LATOUR ZOOM PRO

Zoomable, accentuating varied sizes of objects with 

adjustable beam angle.

Less than 25% attenuation of center light intensity from 15° 

to 45°. Provide flexible and precise lighting for museums 

and galleries.

It is designed for artwork, its versatilities can fully meet the 

varieties of museum lighting demands.

Optical Accessories

The zoomable structure allows the optic to be 

adjusted for your any project requirements,

thereby achieving highly professional lighting 

effects.

The damping lens, reconciles any lighting 

spot.

The Honey Comb Louvre, keeps an excellent 

control for ultimate glare at a desirable level.
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Honey Comb Louvre

Reduce glaring at a desirable level.

Linear Spread

Provide stretching light shape for rectangular 

object.

LATOUR Zoom

Zoom spot 15°~45° Zoom spot 10°~60°

LATOUR ZOOM

The light beam diameter can be infinitely adjusted from 

spot (10°) to wide flood (60°) by changeable beam 

angle and stretchable structure.

Zoom spotlight is especially suitable for the area 

lighting of Art Gallery.

Easy Dim

0-100% dimming by an individual dimming

switch.

From bright to dark, easy to reach its effect,

and lower lighting commissioning cost.
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10°~60° 

Zoomable

9W

550lm

36V/210mA
●

SAL060T
surface

Φ60 100

145

10°~60° 

Zoomable

9W

550lm

36V/210mA
●

10°~60° 

Zoomable

20W

960lm

36V/480mA
●

15°~50° 

Zoomable

30W

1650lm

36V/700mA
●

TSL060T
track

TSL070T
track

TSL080T
track

Φ60 100

121 210

Φ71

128.5

210

Φ83

157

General Information

Optics

System Power (Watt)

System Luminous flux (lm)

Driver parameters

Individual dimmable

Technical Details

Light Source

Colour temperature

CRI (Ra/R9)

Colour Consistancy

UGR

IP-rated

Lifetime

Warranty

Driver

Options

Dimensions (mm)

Accessories Finishes

LED COB

2700K/3000K/4000K

RA>90/R9>50

SDCM<3

<16

IP20

>50,000h

3 Years/5 Years

ON/OFF, Phase, 0-10V, Dali

2-Wire 1-Circuit Track / 3-Wire 1-Circuit Track / 4-Wire 3-Circuit Track / 6-Wire 3-Circuit Dali Track

LATOUR Zoom PHOTOMETRIC

H(m)

1

2

3

4

5

D(cm)

28

55

83

111

138

300

600

900

1200

1500

Eavg(lx)

8966

2241

996

560

359

Emax(lx)

12305

3076

1367

769

492

30°

60°

-30°

-60°

15°

TSL080T 30W

10°

H(m)

1

2

3

4

5

D(cm)

24

48

73

97

121

500

1000

1500

2000

2500

Eavg(lx)

1746

437

194

109

70

Emax(lx)

2423

606

269

152

97

30°

60°

-30°

-60°

TSL060T 9W

H(m)

1

2

3

4

5

D(cm)

94

188

282

376

470

500

1000

1500

2000

2500

Eavg(lx)

1520

380

169

95

61

Emax(lx)

2107

517

234

132

84

30°

60°

-30°

-60°

50°

H(m)

1

2

3

4

5

D(cm)

126

252

378

504

630

110

220

330

440

550

Eavg(lx)

326

82

36

20

13

Emax(lx)

504

126

56

31

20

30°

60°

-30°

-60°

60° 10°

H(m)

1

2

3

4

5

D(cm)

24

48

73

97

121

1900

3800

5700

7600

9500

Eavg(lx)

6749

1687

750

422

270

Emax(lx)

9286

2321

1032

580

371

30°

60°

-30°

-60°

TSL070T 20W

H(m)

1

2

3

4

5

D(cm)

24

48

72

96

120

500

1000

1500

2000

2500

Eavg(lx)

1499

375

167

94

60

Emax(lx)

2239

560

249

140

90

30°

60°

-30°

-60°

10°

SAL060T 9W

H(m)

1

2

3

4

5

D(cm)

114

229

343

458

572

300

600

900

1200

1500

Eavg(lx)

718

179

80

45

29

Emax(lx)

1049

262

117

66

42

30°

60°

-30°

-60°

60°

H(m)

1

2

3

4

5

D(cm)

124

249

373

498

622

110

220

330

440

550

Eavg(lx)

330

82

37

21

13

Emax(lx)

502

125

56

31

20

30°

60°

-30°

-60°

60°

White TitaniumBlackHoney comb louvre Linear Spread
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