
Excellent glare-control

The main body is made of high density die-cast aluminum. 

Low-glare and a wide variety of optical accessories are the 

key features of this series. 

Latour Standard has been designed for installation on track 

and ceiling. 

Suitable for high-end restaurants, retail shops, galleries and 

museums. 

LATOUR

Standard

Compact & Aesthetic design

The integral cylinder shape leaves the visual impression of ultra 

minimalism. The deep concave structure provides excellent glare 

control.

Slim
LATOUR
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15°/24°/36°

7W

290lm

24V/230mA

15°/24°/36°

9W

650lm

36V/210mA

15°/24°/36°

7W

290lm

24V/230mA

15°/24°/36°

15W

1000lm

36V/360mA

15°/24°/36°

20W

1500lm

36V/480mA

15°/24°/36°

30W

2300lm

36V/700mA

General Information

Optics

System Power (Watt)

System Luminous flux (lm)

Driver parameters

Technical Details

Light Source

Colour temperature

CRI (Ra/R9)

Colour Consistancy

UGR

IP-rated

Lifetime

Warranty

Driver

Options

Dimensions (mm)

LED COB

2700K/3000K/4000K

RA>90/R9>50

SDCM<3

<16

IP20

>50,000h

3 Years/5 Years

ON/OFF, Phase, 0-10V, Dali

2-Wire 1-Circuit Track / 3-Wire 1-Circuit Track / 4-Wire 3-Circuit Track / 6-Wire 3-Circuit Dali Track

LATOUR Slim PHOTOMETRIC

15°

SAL040X 7W

H(m)

1

2

3

4

5

D(cm)

26

52

78

104

130

800

1600

2400

3200

4000

Eavg(lx)

2494

624

277

156

100

Emax(lx)

3703

926

411

231

148

30°

60°

-30°

-60°

TSL050A 9W

15°

H(m)

1

2

3

4

5

D(cm)

33

67

100

134

167

900

1800

2700

3600

4500

Eavg(lx)

3008

752

334

188

120

Emax(lx)

4454

1113

495

278

178

30°

60°

-30°

-60°

TSL070A 20W
15°

H(m)

1

2

3

4

5

D(cm)

31

62

92

123

154

1900

3800

5700

7600

9500

Eavg(lx)

6334

1584

704

396

253

Emax(lx)

9146

2287

1016

572

366

30°

60°

-30°

-60°

H(m)

1

2

3

4

5

D(cm)

32

64

96

128

159

500

1000

1500

2000

2500

Eavg(lx)

1563

391

174

98

63

Emax(lx)

2375

594

264

148

95

30°

60°

-30°

-60°

24°

H(m)

1

2

3

4

5

D(cm)

42

85

127

170

212

700

1400

2100

2800

3500

Eavg(lx)

2256

564

251

141

90

Emax(lx)

3242

811

360

203

130

30°

60°

-30°

-60°

24°

H(m)

1

2

3

4

5

D(cm)

41

82

122

163

204

1200

2400

3600

4800

6000

Eavg(lx)

3929

982

437

246

157

Emax(lx)

5873

1468

653

367

235

30°

60°

-30°

-60°

24°

H(m)

1

2

3

4

5

D(cm)

31

63

94

125

156

500

1000

1500

2000

2500

Eavg(lx)

1448

362

161

91

58

Emax(lx)

2109

527

234

132

84

30°

60°

-30°

-60°

24°

H(m)

1

2

3

4

5

D(cm)

36

73

109

145

181

3000

6000

9000

12000

15000

Eavg(lx)

7621

1905

847

476

305

Emax(lx)

11354

2838

1262

710

454

30°

60°

-30°

-60°

24°

H(m)

1

2

3

4

5

D(cm)

39

78

117

156

195

1300

2600

3900

5200

6500

Eavg(lx)

4149

1037

461

259

166

Emax(lx)

6223

1556

692

389

249

30°

60°

-30°

-60°

24°

36°

H(m)

1

2

3

4

5

D(cm)

56

112

169

225

281

1200

2400

3600

4800

6000

Eavg(lx)

3978

995

442

249

159

Emax(lx)

5832

1458

648

365

233

30°

60°

-30°

-60°

36°

H(m)

1

2

3

4

5

D(cm)

49

97

146

194

243

300

600

900

1200

1500

Eavg(lx)

793

198

88

50

32

Emax(lx)

1148

287

128

72

46

30°

60°

-30°

-60°

H(m)

1

2

3

4

5

D(cm)

60

119

179

239

298

600

1200

1800

2400

3000

Eavg(lx)

1902

476

211

119

79

Emax(lx)

2754

689

306

172

110

30°

60°

-30°

-60°

36°

Accessories Finishes

White TitaniumBlackHoney comb louvre Linear Spread

SAL040X
surface

Φ70

Φ40 200

TSL050A
track

TSL040X
track

TSL060A
track

TSL070A
track

TSL080A
track

75

Φ40

200

75

Φ50 160

75

Φ60 170

75

Φ71.5 190

75

Φ81.5 205

H(m)

1

2

3

4

5

D(cm)

50

100

149

199

249

300

600

900

1200

1500

Eavg(lx)

903

226

100

56

36

Emax(lx)

1270

317

141

79

51

30°

60°

-30°

-60°

36°

H(m)

1

2

3

4

5

D(cm)

59

117

176

234

293

800

1600

2400

3200

4000

Eavg(lx)

2631

658

292

165

105

Emax(lx)

3981

995

442

249

159

30°

60°

-30°

-60°

H(m)

1

2

3

4

5

D(cm)

63

125

188

250

313

400

800

1200

1600

2000

Eavg(lx)

1303

326

145

81

52

Emax(lx)

1931

483

215

121

77

30°

60°

-30°

-60°

36°

36°15°

H(m)

1

2

3

4

5

D(cm)

25

51

76

101

126

700

1400

2100

2800

3500

Eavg(lx)

2083

521

231

140

83

Emax(lx)

3191

798

355

200

128

30°

60°

-30°

-60°

TSL040X 7W

TSL080A 30W

H(m)

1

2

3

4

5

D(cm)

30

60

90

120

150

3000

6000

9000

12000

15000

Eavg(lx)

9198

2299

1022

575

368

Emax(lx)

13286

3322

1476

830

532

30°

60°

-30°

-60°

15°

H(m)

1

2

3

4

5

D(cm)

29

57

86

115

144

1800

3600

5400

7200

9000

Eavg(lx)

5827

1457

647

364

233

Emax(lx)

8752

2188

973

547

350

30°

60°

-30°

-60°

15°

TSL060A 15W
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