
Excellent glare-control

The main body is made of high density die-cast aluminum. 

Low-glare and a wide variety of optical accessories are the 

key features of this series. 

Latour Standard has been designed for installation on track 

and ceiling. 

Suitable for high-end restaurants, retail shops, galleries and 

museums. 

LATOUR

Standard

Compact & Aesthetic design

The integral cylinder shape leaves the visual impression of ultra 

minimalism. The deep concave structure provides excellent glare 

control.

Slim
LATOUR
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General Information

Optics

System Power (Watt)

System Luminous flux (lm)

Driver parameters

Cut out (mm)

Technical Details

Light Source

Colour temperature

CRI (Ra/R9)

Colour Consistancy

UGR

IP-rated

Lifetime

Warranty

Driver

Dimensions (mm)

Accessories Finishes

15°/24°/36°

9W

650lm

36V/210mA

Φ65

15°/24°/36°

15W

1000lm

36V/360mA

Φ65

15°/24°/36°

20W

1500lm

36V/480mA

Φ65

15°/24°/36°

30W

1750lm

36V/700mA

Φ65

LED COB

2700K/3000K/4000K

RA>90/R9>50

SDCM<3

<16

IP20

>50,000h

3 Years/5 Years

ON/OFF, Phase, 0-10V, Dali

LATOUR Recessed

DTL065W
recessed

DTL065X
recessed

DTL065Y
recessed

DTL065Z
recessed

White TitaniumBlackHoney comb louvre Linear Spread

PHOTOMETRIC

15°

H(m)

1

2

3

4

5

D(cm)

32

64

97

129

161

800

1600

2400

3200

4000

Eavg(lx)

2496

624

277

156

100

Emax(lx)

3750

938

417

234

150

30°

60°

-30°

-60°

H(m)

1

2

3

4

5

D(cm)

25

49

74

99

123

1400

2800

4200

5600

7000

Eavg(lx)

4213

1053

468

263

169

Emax(lx)

6621

1655

736

414

265

30°

60°

-30°

-60°

DTL065W 9W DTL065X 15W

15°

DTL065Y 20W

15°

H(m)

1

2

3

4

5

D(cm)

46

92

138

185

231

500

1000

1500

2000

2500

Eavg(lx)

1626

407

181

102

65

Emax(lx)

2295

574

255

144

92

30°

60°

-30°

-60°

24°

H(m)

1

2

3

4

5

D(cm)

34

68

102

137

171

1600

3200

4800

6400

8000

Eavg(lx)

5188

1297

576

324

208

Emax(lx)

7623

1906

847

476

305

30°

60°

-30°

-60°

24°

H(m)

1

2

3

4

5

D(cm)

26

53

79

105

131

3000

6000

9000

12000

15000

Eavg(lx)

7899

1975

878

494

316

Emax(lx)

11830

2957

1314

739

473

30°

60°

-30°

-60°

H(m)

1

2

3

4

5

D(cm)

49

97

146

195

243

700

1400

2100

2800

3500

Eavg(lx)

2235

559

248

140

89

Emax(lx)

3124

781

347

195

125

30°

60°

-30°

-60°

36°

H(m)

1

2

3

4

5

D(cm)

56

112

168

224

280

1300

2600

3900

5200

6500

Eavg(lx)

4256

1064

473

266

170

Emax(lx)

6262

1565

696

391

251

30°

60°

-30°

-60°

36°

H(m)

1

2

3

4

5

D(cm)

59

119

178

238

297

400

800

1200

1600

2000

Eavg(lx)

1185

296

132

74

47

Emax(lx)

1701

425

189

106

68

30°

60°

-30°

-60°

36°

36°

H(m)

1

2

3

4

5

D(cm)

66

131

196

262

327

800

1600

2400

3200

4000

Eavg(lx)

2373

593

264

148

95

Emax(lx)

3584

896

398

224

143

30°

60°

-30°

-60°

H(m)

1

2

3

4

5

D(cm)

34

68

102

136

170

1100

2200

3300

4400

5500

Eavg(lx)

3813

953

424

238

153

Emax(lx)

5526

1382

614

345

221

30°

60°

-30°

-60°

24°

H(m)

1

2

3

4

5

D(cm)

36

73

109

146

182

3000

6000

9000

12000

15000

Eavg(lx)

8457

2114

940

418

338

Emax(lx)

12494

3124

1388

781

500

30°

60°

-30°

-60°

24°

DTL065Z 30W

H(m)

1

2

3

4

5

D(cm)

29

58

87

117

146

3000

6000

9000

12000

15000

Eavg(lx)

9563

2391

1063

598

383

Emax(lx)

14156

3539

1573

885

566

30°

60°

-30°

-60°

15°

Φ50

120

75 75

Φ60

132.5

75

Φ71

150

75

Φ83

165
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